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        Size           Case       Net Wt. 
       HxW        Length         (lbs.)

Audio Visual Format                
    50 x 50       521⁄4             7
    60 x 60       621⁄4             8
    70 x 70       721⁄4            12
    84 x 84       861⁄4            15
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        Size         Overall      Closed Dims        Net Wt.
      H x W      Length      Height   Depth         (lbs.)

AV Format 
    40 x 40      411⁄8         31⁄4      21⁄4              5
    50 x 50      511⁄8         31⁄4      21⁄4              6
    60 x 60      611⁄8         31⁄4      21⁄4              7
    70 x 70      711⁄8         31⁄4      21⁄4             11
    84 x 84      851⁄8         35⁄8      25⁄8             14
    96 x 96      971⁄8          4          3              18
  108 x 108   1091⁄8        41⁄8      31⁄8             22

Five-Year Warranty
All Draper VScreens are warranted against defects 
in materials and/or workmanship for five (5) years 

from date of ship ment from company.
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Complete Star and V Screen 
specifi cations: www.draperinc.com
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V Screen
The only screen with a 5-year warranty.
The Draper V Screen offers extremely durable construction at very reasonable prices. 
Due to the extreme simplicity of its design, the V Screen has the longest life expectancy 
of any classroom screen. These exclusive features target the areas where many classroom 
projection screens wear out:

• Tearproof fiberglass matt white viewing surface.

•  High-tech fabric attachment prevents fabric from pulling off roller.

•  Patented design eliminates friction between viewing surface and metal parts.

•  VBar aluminum support attaches easily to wall, ceiling or map rails.

•  Warranted for five full years (see below).

Mounting Options
•  Projected Mounting Brackets— and  fi xed and – adjustable provides 

clearance for wall-mounted equipment below screen.

•  T-Bar Twist Clips—Mount to “T” irons in drop ceiling.

•  Flat Steel Plates—Permanently mount to ceiling or into corner.

Star
Economy and durability in a sturdy, 
reliable classroom screen.
Durable construction and attractive design—at an 
economical price. Sturdy, cylindrical, white steel 
case. Heavy gauge endcaps have a matching fi nish 
and form universal hanging brackets for attachment 
to wall, ceiling or map rail hooks. Tearproof, flame 
retardant fiberglass matt white offers a sharp image 
from any viewing angle.

System Options
•  Extra Drop—Up to  overall height, either white or black (white is standard).  

•  Black Masking Borders—Available 1⁄2 wide in sizes through   ;  wide 
in larger sizes. 

•  Pull Cord—For all sizes  wide and larger, or any size ship ping with wall 
extension brackets, a pull cord is factory attached.

•  Mounting Options—Projected Mounting Brackets— and  fi xed, and 
– ad just able; T-Bar Twist Clips; or mount to the wall or ceiling.
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